
Town of Knightdale Request for Proposals – Fabrication and Installation of Wayfinding Signs 

April 14, 2016 

Update April 25: Please see addendum one regarding number of signs. We are seeking 10 proximity 

signs and six (possibly seven) trailblazing signs.  

Questions, contact Brian Bowman, brian.bowman@knightdalenc.gov. Deadline for questions is May 

2nd. 

Sealed bids will be received until Friday, May 6th at 2pm. They should be sent to: 

Knightdale Town Hall 

950 Steeple Square Court 

Knightdale, NC 27545 

Attention Brent Quick, Purchasing Agent.  

The bids will be opened on Wednesday, May 11th, in the Council Chambers at Knightdale Town Hall.  

The Town of Knightdale seeks a qualified vendor who can fabricate and install 15-17 wayfinding signs in 

designated places. Design of the signs is already complete and included in this document. Fabrication of 

signs must be exactly as designed. There are two versions – the smaller proximity signs and the taller 

trailblazing signs.  

Vendors shall submit total costs for fabrication and installation of signs and poles in bid. Bid will also 

include individual cost per sign. Winning vendor will be equipped to fabricate and install all signs no later 

than August 30th, 2016. 

Vendor Requirements  

Submit a warranty guarantee with the submittal of the bid. Selected vendor shall provide a five (5) year 

written warranty on all materials and workmanship for sign structures.  

Submit a list of projects your firm has completed within the past five (5) years that are similar to that 

requested in this RFP. Include customer name, email, address, telephone number, and address for each 

reference.  

Vendor must meet or exceed all requirements from NCDOT and MUTCD for insurance, lane closures, 

traffic control, etc. 

Vendor must have completed Iran Divestment Act certification.  

Vendor must sign non-collusion affidavit. 

Specifications 

Must adhere to all specifications listed in the designs, including: 

mailto:brian.bowman@knightdalenc.gov


 Reflective DuPont vinyl on most of the front-facing elements 

 Font: Highway Gothic 

 Sign materials 

 Sizes of components and methods of attachment for signs and poles 

 MUTCD approved breakaway bolts for pole attachments 

The Town has received preliminary approval from NCDOT for the approximate locations. The vendor 

must ensure that the Town and NCDOT are satisfied with placement and installation. The Town will 

provide site survey information for use with installation.  

Preparation for Installation  

Selected vendor shall provide adequate temporary support to assure the structural value and integrity 

of the affected portion of the work during storage of the completed signs prior to installation. 

The Town reserves the right to waive minor irregularities.  The Town may cancel this RFP or reject any or 

all proposals in whole or in part.  Should the Town determine in its sole discretion that only one bidder is 

fully qualified, or that one bidder is clearly more qualified than any other under consideration, a 

contract may be awarded to that bidder without further action. 

Bidder assumes all costs of preparation of the proposal and any presentations necessary to the proposal 

process. 

MWBE owned businesses are encouraged to apply.  

Addendum one: We are seeking 10 proximity signs and six (possibly seven) trailblazing signs.  



3” x 4” rectangular tubular .125 tu
welded and stud bolted to sign face

Mesh side 8” x 69”  .125 gauge 1/4” round holes
                    with 5/16 staggered solid aluminum
Sign Post:  Square  6” x  6” x 175”   6061 alloy
                         .25 “ wall
Hardware:
¼” x 1 ½” flat bar welded to post:
attaches sign face along post and mesh
3/8”stud with vandal proof stainless steellock nuts.
Studd bolts welded to face and  placed every 8” O.C and end .

Tall Knightdale Proximity Sign

Reflective  White Vinyl  lettering:  Type: Retro-reflective.
                                                    Commerical grade ASTM 4956

Reflective Vinyl  background behind Directional lettering and arrows
Type: Retro-reflective.
Commerical grade ASTM 4956.   Top light blue and green painted
with  Automotive Omni Au paint 

Sign faces:  1.25 aluminum alloy 5052

GRADE LEVEL

MUTCD approved
30”  break away mount
base and slip plate with
dent breakaway bolts
4 / slip plate. NCDOT
approved  omni-
directional breakaway
bolts

Typeface: Highway Gothic
Principal Legend guide shall be 6.0” Height 
All letters and numbers 4.5“” Capitals Height
and  5.6“” Height for all  lower case

Only three destinations listed /sign
to meet NCDOT MUTCO
3:1 legend to background luminance ratio
requirement is meet.

Identification Enhancement marker
meets Standard 42 and Guidance 42

4” from grade    1” alum. slip plate with 3/4” breakaway bolt. “ Dent Breakaway Bolts”
                                                                                                                       ( see detail)

Breakaway detail of slip plate & bolts

Location:  Knightdale NC  along  First Street 
                    and other Primary roads

Front              BACK

KNIGHTDALE letters 4

ASTM A325/A449 -TYPE 1 SPECIFICATIONS

MATERIAL:  MEDIUM CARBON STEEL, QUENCHED AND TEMPERED.

MINIMUM TENSILE STRENGTH:  120,000 PSI FOR Ø1/4 TO Ø1

MINIMUM YIELD STRENGTH:  92,000 PSI FOR Ø1/4 TO Ø1

MINIMUM PROOF STRENGTH: 85,000 PSI FOR Ø1/4 TO Ø1

ROCKWELL CORE HARDNESS:  C25 (MINIMUM)  TO C33 (MAXIMUM) FOR Ø1/4 TO Ø1

BOLTS LESS THAN 3 TIMES THE DIAMETER IN LENGTH AND STUDS LESS THAN
4 TIMES THE DIAMETER IN LENGTH SHALL HAVE HARDNESS VALUES NOT LESS
THAN MINIMUM AND NOT MORE THAN MAXIMUM.

BOLTS 3 TIMES THE DIAMETER IN LENGTH AND OVER ARE NOT REQUIRED TO
MEET MINIMUM HARDNESS REQUIREMENTS. 
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Engineers Notes:
- Alum. Main Tube to be 6x6x1/4" Alum. Tube welded to
- 16"x16" x 1" Thk. Alum. Plate connected to match plate of
- 16"x16" x 1" Thk. Steel Plate with Four(4) 3/4" Diam. Breaksafe bolts. @12" O.C.
- Bottom Support tube welded to bottom plate to be 6x6x3/16" Steel Tube
Footing Options:
1.) 36" Diam. x 5'-7" Deep below grade
2.) 36" x 36" x 5'-0" Deep below grade 
3.) 48"x48" x 4'-6" Deep below grade
- This revised drawing replaces all drawings previously dated pylons
  engineering by my office for this location.
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3” x 4” rectangular tubular .125 tu
welded and stud bolted to sign face

Mesh side 8” x 69”  .125 gauge 1/4” round holes
                    with 5/16 staggered solid aluminum
Sign Post:  Square  6” x  6” x 175”   6062 alloy
                         .375 “ wall
Hardware:
¼” x 1 ½” flat bar welded to post:
attaches sign face along post and mesh
3/8”stud with vandal proof stainless steellock nuts.
Studd bolts welded to face and  placed every 8” O.C and end .

Tall Knightdale Trailblazer Sign

Reflective  White Vinyl  lettering:  Type: Retro-reflective.
                                                    Commerical grade ASTM 4956

Reflective Vinyl  background behind Directional lettering and arrows
Type: Retro-reflective.
Commerical grade ASTM 4956.   Top light blue and green painted
with  Automotive Omni Au paint 

Sign faces:  1.25 aluminum alloy 5052

GRADE LEVEL

MUTCD approved
30”  break away mount
base and slip plate with
dent breakaway bolts
4 / slip plate. NCDOT
approved  omni-
directional breakaway
bolts

Typeface: Highway Gothic
Principal Legend guide shall be 7.25” Height 
All letters and numbers 7.25“” Capitals Height
and  5.6“” Height for all  lower case

Only three destinations listed /sign
to meet NCDOT MUTCO

3:1 legend to background luminance ratio
requirement is meet.

Identification Enhancement marker
meets Standard 42 and Guidance 42

4” from grade    1” alum. slip plate with 3/4” breakaway bolt. “ Dent Breakaway Bolts”
                                                                                                                       ( see detail)

Breakaway detail of slip plate & bolts

Location:  Knightdale NC  along Highway 64
                     Right of Way . Three signs

Front              BACK

KNIGHTDALE letters 5.4”

ASTM A325/A449 -TYPE 1 SPECIFICATIONS

MATERIAL:  MEDIUM CARBON STEEL, QUENCHED AND TEMPERED.

MINIMUM TENSILE STRENGTH:  120,000 PSI FOR Ø1/4 TO Ø1

MINIMUM YIELD STRENGTH:  92,000 PSI FOR Ø1/4 TO Ø1

MINIMUM PROOF STRENGTH: 85,000 PSI FOR Ø1/4 TO Ø1

ROCKWELL CORE HARDNESS:  C25 (MINIMUM)  TO C33 (MAXIMUM) FOR Ø1/4 TO Ø1

BOLTS LESS THAN 3 TIMES THE DIAMETER IN LENGTH AND STUDS LESS THAN
4 TIMES THE DIAMETER IN LENGTH SHALL HAVE HARDNESS VALUES NOT LESS
THAN MINIMUM AND NOT MORE THAN MAXIMUM.

BOLTS 3 TIMES THE DIAMETER IN LENGTH AND OVER ARE NOT REQUIRED TO
MEET MINIMUM HARDNESS REQUIREMENTS. 
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Engineers Notes:
- Alum. Main Tube to be 6x6x3/8" Alum. Tube welded to
- 16"x16" x 1.25" Thk. Alum. Plate connected to match plate of
- 16"x16" x 1" Thk. Steel Plate with Four(4) 3/4" Diam. Breaksafe bolts. @12" O.C.
- Bottom Support tube welded to bottom plate to be 6x6 x 3/8" Steel Tube
Footing Options:
1.) 36" Diam. x 6'-3" Deep below grade
2.) 36" x 36" x 5'-6" Deep below grade 
3.) 48"x48" x 5'-0" Deep below grade
- This revised drawing replaces all drawings previously dated pylons
  engineering by my office for this location.
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NON-COLLUSION AFFIDAVIT  
STATE OF NORTH CAROLINA  

TOWN OF KNIGHTDALE 

 

___________________________________________________________, being first duly sworn, deposes 

and says that:  

 

1. He/She is the ________________________of ____________________________________, 

the bidder that has submitted the attached bid;  

 

2. He/She is fully informed respecting the preparation and contents of the attached bid and of all 

pertinent circumstances respecting such bid;  

 

3. Such bid is genuine and is not a collusive or sham bid; 

 

4. Neither the said bidder nor any of its officers, partners, owners agents, representatives, 

employees, parties of interest, including this affiant, has in any way colluded, conspired, connived 

or agreed, directly or indirectly, with any other bidder, firm or person to submit a collusive or 

sham bid in connection with the contract for which the attached bid has been submitted or to 

refrain from bidding in connection with such contract, or has in any manner, directly or indirectly, 

sought by agreement or collusion or communication or conference with any other bidder, firm or 

person to fix the price or prices in the attached bid or of any other bidder, or to fix any overhead, 

profit or cost element of the bid price of any other bidder or to secure through collusion, 

conspiracy, connivance or unlawful agreement any advantage against the County of Durham or 

any person interested in the proposed contract; and  

 

5. The price or prices quoted in the attached bid are fair and proper and are not tainted by any 

collusion, conspiracy, connivance or unlawful agreement on the part of the bidder or any of its 

agents, representatives, owners, employees, or parties in interest, including this affiant.  

 

 

AFFIANT 

 

________________________________  

 

Name:___________________________________ 

Title:____________________________________ 

 

 

TITLE  

Subscribed and sworn before me,  

this _______day of  20___.  

 

 

Notary Public  

My Commission Expires 


